
SPIRAL-WRAP: 

•  1 turn per meter (3’) 
 
•  1 turn per 20cm  (8”) 

Feedpoint Details 

17 turns RG-142 
on FT-240-43 (2x  Cores for 1KW) 

Antenna Details:  http://www.dj0ip.de/vertical-antennas/ 
       

Choke Details:  http://www.dj0ip.de/vertical-antennas/rf-cmc-choke/ 

www.DJ0IP.de  and click on: 
•   Antennas 
• Vertical-Antennas 

• “Inverted-L-Ant” 
       (or) 

• “RF (CMC) Choke” 

Simple  80m Inverted-L  Antenna 

on an 12m Spiderbeam Fiberglass Pole 

Height:  10.3m (33½’) 

Height:  12m (40’) 

TX 

Cut wire abt. 12m (40’) 

        Wire: AWG-26 (CQ-534) 

abt. 15m (50’) 

8 to 16 ground mounted radials,  each 12 to 21m long. 
                                                                      (40’ to 69’) 

11m (36’) of wire 
AWG-18 (CQ-532) 

Height:  2m (~6’) 

(Drawing not to scale) 

1m 
(39”) 

Insert RF Choke here: 

Tune to resonance by unwrapping coil.* 

Fold back 
abt. 1m 

*(You can also adjust at the fold-back.) (Optional) 
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